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Installing the software

ManoConfig

You will find the ManoConfig PC software on the software CD supplied
with the interface converter. (You can also download the software free of
charge from www.keller-druck.com). Install the software on your
computer with administrator rights by right-clicking on the setup file and
choosing “Run as administrator”.

Interface converters

RS232 interface converters (K-102, K-102l, K-103A, K-107)
You do not need to install any driver files for the RS232 interface
converters. The manometer is supplied with power by its internal battery.

USB interface converters K-114 / K-114A / K-114B

You must install driver files on your computer for the USB interface
converters. You will find the “Driver K-104/K-114" driver software on
the software CD supplied with the interface converter.

(You can also download the software free of charge from www.keller-
druck.com). Install the software on your computer with administrator
rights by right-clicking on the setup file and choosing “Run as
administrator”.

4 Momentan auf dem Datentrager vorhandene Dateien (3)

setupData 16.04.2015 08:10 Dateiordner
swdata 16.04.2015 08:10 Dateiordner
F Setup.exe - e mermmdung 1'271 KB
Offnen i

% Als Administrator ausfihren

Behandeln von Kompatibilitétsproblemen
Ausgewshlte Dateien mit Avira Gberprifen

WinZip »

& B

Senden an >
Kopieren
Verknapfung erstellen

Eigenschaften
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Description of the software

General information

The ManoConfig program is compatible with all types of KELLER
manometers and allows end customers to configure the devices.

ManoConfig functions:

Displaying online measurements

Setting the time period for the automatic powerdown function
Setting the pressure unit used after the battery is changed (startup
unit)

Activating / deactivating pressure units

Entering user-defined pressure units

Returning the device to the factory settings

Calibrating the manometer

Reading the device / Current measurements (live monitoring)

Connect the manometer to the

interface converter (with a S ManoConfiguration L VoA Jane 2015 JLecaazh
Cable) Configuration
Com-Port General | Units | Digital adjust |
. 1(Ser) v
Switch on the manometer. |[feen -

2 (Ser)
3(Sen

Select the COM port that you
want to use (1).

Click on “Read” (2).

Measurements are imported once
when the device is read and
displayed in the “Online values”
field. To access the current
measurements (live monitoring):

Click on "Online" (3)
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Startup unit / Powerdown function B MancContguaton L VeBeRAGL 700
Configuration
it Com-Port General  Units lDigilaIad'ustI
Startup unit . . r= s [
This is the pressure unit that the device T —
uses When |t IS reStarted after the Powerdown after W min
battery has been changed. R
i; gar i; ::;2;
Powerdown after: - » SR i
. . [ v MPa v inH
The device powers down automatically - Epm 2 EuSeﬁ
. . . . o v kp/cm:
after this period of time (following the omio [
last key press or communication via the Userunits
interface). SN I N e e
) r2 T = =) ]
@ | ri—rrees
. . ; [~ 4 - - - -
The excep‘:uon is: ) . ® o | |rs e
When the “Continuous” (cont.) function
is activated. wite

— Send the changes to the device by
clicking on “Write”.

Activating / deactivating pressure units

Configuration

Com-Port General Units lDigilaIadiustI

. . 5({USB <
You can activate or deactivate o s

pressure units by clicking on Povscoumater [i5————— o
them. Only the activated units

Enabled units

can be selected by pressing the - T e
keys on the manometer. v Vit s
r v MPa [v inHg
v v PSI [~ Userl
. . v v kp/cm2 v
You select the unit you want using v R
the keypad on the manometer. Userunits
The measurement appears on the 0 HHHH
display converted into the rs ===
: : o (=l = =] =]
pressure unit that you have - S BEimam
selected.

Wite

— Send the changes to the device T
by clicking on “Write”.
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User-defined pressure units

The device can be configured with Configuration
- i i 1 Com-Port General Units IDigitalad‘ust]
up to 5 user-defined units with o i

accompanying factors. S T E——

Powerdown after [15 -
In order to use these units, you must Enatieduri |

13 ” ' v [~ bar M m
select the “User 1” unit and the : Frox T o
. . . “ . ” v [~ hPa [~ ftH20
corresponding field in “User units”. P v e ot
P I Psi
. v [~ kpfem2 =
The pressure measurement in bar ‘ P Femb0 R
will be converted to the unit using ez
the factor that you have entered. =
Display = pressure in bar -factor A =l
5

You can describe the user-defined
unit in 4 character fields. The name
of the user-defined unit appears on
the manometer display alternately
with the measurement.

You select the user-defined unit you want using the keypad on the
manometer. If you want the device to use this unit automatically after the
battery has been changed, you must select “User 1” as the startup unit.

— Send the changes to the device by clicking on “Write”.

Note:

If you leave all 4 character fields for a user-defined unit empty, only the
calculated measurement will be displayed, but not a unit. (This can be
useful if the unit is already printed on the front film.)

Display of the user-defined  Display of the pressure in bar converted
unit “bcd” to a user-defined unit
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Returning the calibration to the factory settings

The "Factorysettings" function
Returns the calibration factors and
the manometer’s zero point, which
was set using the button, to the
factory settings.

The following user-defined
settings:

Startup unit
Powerdown function
Unit selection
User-defined units

Remain unchanged.

Calibrating the device

You can calibrate the device
yourself. This usually involves
selecting and measuring the zero
point and the full scale.

The fields for calibrating the
device can only be accessed after
you have clicked on
“Factorysettings”.

You can use any pressure

measurement you want to calibrate

the device. In order to achieve
reliable results, we recommend
using the zero point and full scale
for calibration.

Note:

!@Mano(:onﬁguraﬁon EW 204 June-2015 . Lo B |
— o s

Configuration

Com-Port Genetall Units  Digital adjust I

5 (USB) ~

Step 1 : Set zero and factors to factory setting

G

Factorysettings
Step 2: Measure the actual values & Zero and FS

Step 3 : Fill in actual and target values in [bar]

Displayed value at Mano
Yalue @ Zero : Value @FS :

0.10000 21.00000  bar
_, bar _l

Referenz pressure / Target

Target Zero : Target FS :
0.10000 e 21.00000  bar

Step 4 : Wiite factors down to the device
Step 5 : Make Power-On-Reset [remove Battery)

Calculated values

| 1.0000

Read |

Configuration
l Com-Port Genetall Units  Digital adjust I '
5 (UsSB) ~
Step 1 : Set zero and factors to factory setting

Factorysettings

Step 2: Measure the actual values & Zero and FS

Step 3 : Fill in actual and target values in [bar]

Displayed value at Mano
Value @ Zero : Value @ FS :

0.10000 bar 21.00000 bar
Referenz pressure / Target
"‘“" Target Zero : Target FS :
010000 21.00000  bar
Step 4 : Write factors down to the device
Status
% Ready
Step 5 : Make Power-On-Reset [remove Battery)
Calculated values
[0.0000 [1.0000 [0.0000
Read
done...

To recalibrate the device, we recommend using a pressure
reference (calibrator) with a higher level of accuracy than the

manometer that is being
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H 1 [B) ManoConfiguration ersion une-.
The calibration process (@) ManoConfguraion  Veron 804 _une-2015 sl =S

Configuration

Com-Port General] Units  Digital adjust ]

- Read the deVICe by CIICkIng on ° 159 = Step 1 : Set zero and factors to factory settin:

“ Read” . Factorysettings ——
2. Return the device to the factory

settings by clicking on

—_—

Step 2: Measure the actual values & Zero and FS

“ . ” Step 3 : Fill in actual and target values in [bar]
FaCtorysettlngS - . S;isglz;edl:\/:luealh:anlo - - ]
3. Set the zero point reference (3 _,\[ﬂ _Hm
o0, 010000 o, 21.00000  bar
pressure. -
4. Enter the zero point reference e —
pressure (“Target Zero”). OI0 b 21208 )b
5- CIiCk on “R” under Step 4 : Wiite factors down to the device

Status

"Value@Zero"*

— The pressure measured by
the manometer will
automatically be entered in the
field.*

@ Ready

Set the full scale reference pressure.

Enter the full scale reference pressure (“Target FS”).

Click on “R” under “Value@FS™.

— The pressure measured by the manometer will
automatically be entered in the field.*

9. Click on “Write adjustfactors”.

© N o

*

You can also enter the value on the manometer manually in the
“Target Zero” or “Target FS” fields.

The “Gain” and “Zero” correction factors will be calculated and sent to
the device. The correction factors are displayed in the “Calculated
values” fields. -* The manometer has now been calibrated.

Briefly disconnect the manometer battery so that the changes to the
correction factors take effect.

Note: After completing the calibration process, check the accuracy of the
device by measuring different pressure points.
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Connecting the device to a computer
KELLER manometers must not be connected to a computer in A
potentially explosive atmospheres where there is gas or dust.

Outside of EX zones, only the intrinsically safe LEX 1 Ei and LEO Record Ei
products can be connected to a computer.

LEO 1

Interface converter K-114 or K-102 and cable option 4 are needed.

7

K-114 K-102 Cable option 4

Open the device by turning the front part beyond the stop until it comes
away from the housing. Plug cable option 4 into the connector pin (next
to the battery compartment).

If you plug it into the wrong connection, the device will not be able to
communicate, but it will not be damaged.

‘% RS485B
A RS485A
KELLER AG fiir Druckmesstechnik Manual ManoConfig
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LEO2/ECO2

Interface converter K-114 or K-102 and cable option 4 are needed.

r

K-114 K-102 Cable option 4

Remove the battery compartment and carefully lift
up the back plate with a small screwdriver. Plug
cable option 4 into the connector pin (next to the
battery compartment).

RS485B
RS485A
If you plug it into the wrong connection, the device
will not be able to communicate, but it will not be
damaged.
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LEX 1, LEO Record

Interface converter K-114A or K-103A is needed.
o o-2]

&

K-114A

Connect the interface plug to the connector on
the back of the manometer.

LEO 3

Interface converter K-114B or K-107 (with a male plug) is needed.

L TS

—_ = \ .
. = @ <Y

o —

K-114B K-107

Connect the interface plug to the connector
on the back of the manometer.
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LEO 5

A USB cable (USB mini plug) is needed.

Connect the interface plug to the USB mini
plug on the manometer.

You must install driver files (Driver
Manometer) on your computer.
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